
Ground warning sign
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7010-20 700 x 350 H 0,2 0,095 10 715 x 360 H 14 1,19 0,95 NC NC NC NC 900 1200 x 800 H 545 117 86

MAT-207-A - 19/10/18

Ground warning signs for marking the location of an emergency exit within the workplace to ensure access is maintained at all times. 

High quality adhesive suitable for use on all flat, clean surfaces indoor (excluding carpet), and will function perfectly in temperatures ranging from -20°C to +60°C.

Semi-matt and antiskid surface certified according to DIN standards 51097 (grade A) and DIN 51130 (grade R9). 

The non-reflective coating ensures optimum readability. Flexible and resistant adhesive PVC. 

Positioning advice on reverse of sticker.

Dim. 700 x 350 mm Thickness 0.2 mm, will not damage or peel off if a fork-lift truck is driven over it. 

         During the installation of these stickers it is recommended to inform staff of their significance because it is everyone’s duty to take care of their security at 

         the workplace.
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Product CodeRef.
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Intrastat code

FACILITIES MANAGEMENT

Impossibile v isualizzare l'immagine collegata. È possibile che il file sia stato spostato, rinominato o eliminato. Verificare che il collegamento rimandi al file e al  
percorso corretti.

The Regulatory Reform (Fire Safety)

Order 2005 says that the responsible person 
as well as everyone in the workplace
must make sure that:

Routes to emergency exits from premises 
and the exits themselves are 
kept clean at all times.
(Article 14) 


